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Technical Specifications

Optional Accessories

PRO 040 - PRO 080 Model Electric Actuators

Protection Class IP67 (Optional IP68)

Power Supply 24 VDC, 110/220 VAC/1Ph/50/60/Hz, 380/440/VAC/3Ph/50/60/Hz ±10%

Control Power Supply 110/220 VAC/3Ph/50/60/Hz ±10%

Duty Cycle (On-Off) S2: 10 Min ~ 30 Min / S4: 20~50%

Duty Cycle (Proportional) S4, 30~50%, 300~1200 Start/Hour

Motor Induction Motor

Limit Switch 2 Pcs Each Open/Close (SPDT 250VAC/10A) Switches 
(1 pc Wet and 1 Pc Dry for Each)

Torque Switch 1 Pc Each for Open/Close (SPDT 250VAC/10A) Switches (for Pro 160 and over sizes)

Stall Protection (Set Temp.)  Built In Thermal Protection, Open 1500 C± 50 C, Close 970 C± 150 C

Travel Angle 900       (00 ~ 1000)

Position Indicator Continuous Mechanical Indicator

Manual Override Declutchable Manual Override for PRO100 and Over Sizes

Self Locking Provided by Double Worm Gearing

Mechanical Stopper 1 Each, External Adjustable for Open and Close Travels

Heater Anticondensation Heater 5W (110/220 VAC)

Cable Glands 2 - PF 3/4”    (1/2” for PRO 40 / 80 / 80 sizes)

Lubrication EP Type Grease

Terminal Block Screw and Lever Push Type

Ambient Temperature Standart Actuators : -200C~+700C
Proportional Actuators: -100C~+600C

Ambient Humidity 90%RH Max (Non Condensing)

Anti Vibration XYZ 10g. 02~34Hz, 30 Min.

External Coating Dry Powder Polyester Coating

Explosion Proof Type (Ex d B II T4) 

IP68 Protection Class (10 mt. Head 100 Hours)

Auxiliary  Limit Switches (Max 2 Pcs for Each End)

Potenstiometer (1 K Ohm)

RPC - 4-20 mA Remote Proportional Control Unit

Auxiliary  Torque Switches (Max 2 Pcs for Each End)

Local Control Unit

4-20 mA Position Transmitter

Fail-Safe Battery Back-Up

Model Pro 020 Pro 040 Pro 080

Torque 25 Nm 40 Nm 80 Nm

F1/F2/F3 F03 F03/F05/F7 F05/F7

N 11mm 14mm 17mm

O-C Time* 11 Seconds 14 Seconds 16 Seconds

Weight (Kg) 1 Kg 3 Kg 3,5 Kg

* O-C Time indicates the operating time for 90° degree rotation.
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PRO100 - PRO9000 Model Electric Actuators

PRO 100 - PRO 3000 Model Electric Actuators PRO 6000 - PRO 9000 Model Electric Actuators

* O-C Time indicates the operating time for 90° degree rotation.

Model Pro 0100 Pro 0160 Pro 0240 Pro 0350 Pro 0500 Pro 0800 Pro 1100 Pro 2000 Pro 3000 Pro 6000 Pro 9000

Torque 100 Nm 160 Nm 240 Nm 350 Nm 500 Nm 800 Nm 1100 Nm 2000 Nm 3000 Nm 6000 Nm 9000 Nm

ISO Flange F07 F07-F10 F07-F10 F10-F12 F10-F12 F12-F14 F12-F14 F16 F16 F25-F30 F25-F30

C
070 070 070 0102 0102 0125 0125 0165 0165 0254 0254

0102 0102 0125 0125 0140 0140 0298 0298

A M8 M8/M10 M8/M10 M10/M12 M10/M12 M12/M16 M12/M16 M20 M20 M20 M20

B 14 14/17 14/17 17/21 20/25 20/25 32 32 32 35 35

D (Key) 022 025 025 040 040 048 048 075 075 0120 0120

D (Square)  20  23  23  34  34  40  40  64  64  84  84

E 050 058.5 080 080 095 095 095 0135 0135 0216 0216

F 088 0125 0125 0148 0148 0178 0178 0226 0226 0350 0350

G 3 3 3 3 3 3 3 5 5 5 5

H 37 57 57 62 62 67 67 90 90 149 149

S 100 115 115 145 145 170 170 250 250 250 250

X 258 338 338 357 357 380 380 440 440 440 440

Y 172 229 229 244 244 287 287 312 312 417 417

Z 220 259 259 288 288 313 313 385 385 668 668

O-C Time * 21 Sn 26 Sn 26 Sn 31 Sn 31 Sn 39 Sn 39 Sn 59 Sn 59 Sn 178 Sn 178 Sn

Weight (Kg) 7 15 15 20 20 25 25 42 42 152 152

4 - AxB
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